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% International Accreditation Service %
- CERTIFICATE OF ACCREDITATION
; This is to signify that %
; SOUTHERN PINE INSPECTION BUREAU, INC. %
= 4709 SCENIC HIGHWAY =
z PENSACOLA, FIORIDA 32504-9094 %
% Inspection Agency AA680 %
§ Type A (ThirdParty) Body %
% has met the requiremts of the IAS Accreditation Criteria for Inspection Agencies (AC98), has demonstrated compliance wit f
—| ISO/IEC Standard 1702@General criteria for the operation of various types of bodies perforimsyectionandhas been =
% accredited, commenciniyine 112011 to provide inspection services in the approved scope of accreditation. %
Stk ) i O :
| Py, s iy C-F RananT P .
o :
% ACCREDITED %
ot e 9817, B8 |
;l\j T D Tl T e UIE

NSNS NSNS NSNS NSNS NSNS NSNS NS NSNS NSNS NS NS NSNS NSNS NS NS NSNS NS NSNS NSNS NSNS NS NSNS NSNS NS




Southern Pine Inspection Bureau, Inc.-880
Type A (ThirdParty) Body

Southern Pine Inspection Bureau, Inc. Robert M Browder
4709Scenic Highway Secretary, Lumber Division
Pensacola, FL 32504 (850) 4342611
FIELDS OF TYPE AND RANGE OF INSPECTION METHODS
INSPECTIONS INSPECTIONS AND PROCEDURES
Wood based composite lumber products In-plant SPIB Procedures: Wood (Thermo) Plastic
Composites & Wood Specialty Product Audit
Lumber grading In-plant SPIB Standard Grading Rules for Southern Pine
Lumber
Wood trusses In-plant 2000 IBC 2303.4 and 2308.10.7
Preservative treated wood In-plant SPIB Quality Control Procedures for Forest

Products Pressure Treated with Waterborne
Preservatives, Quality Control Procedures for
Construction Poles, Posts and Piling

Fire retardant treated wood In-plant SPIB - Inspection procedure dated 1/1/06 for fire
retardant treated wood
Manufacturing in fields specified above Qualification and Follow-up In-plant ICC-ES Acceptance Criteria AC304
o
June 11, 2011
Commencement Date C.P.Ramani, PEr "'
President
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