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This is to signify that 

 

KLEINFELDER WEST, INC.   

9200 SOUTHWEST NIMBUS AVENUE, SUITE A  

BEAVERTON, OREGON 97008 

 
Testing Laboratory TL-175 

(Revised March 21, 2011) 

 

has met the requirements of the IAS Accreditation Criteria for Testing Laboratories (AC89), has demonstrated compliance with 

ANS/ISO/IEC Standard 17025:2005, General criteria for the competence of testing and calibration laboratories, and has been 

accredited, commencing January 6, 2011, for the test methods listed in the approved scope of accreditation. 
 

 

 

 

 

 

 Patrick V. McCullen C. P. Ramani, P.E. 

 Vice President President 
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 January 6, 2011          

 Commencement Date         C. P. Ramani, P.E. 

                    President 
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FIELDS OF TESTING ACCREDITED TEST METHODS 
Concrete  Test methods referenced under Concrete Inspection and Testing of ASTM Standard E 329 

(limited to ASTM Standards C 31, C 39, C 138, C 143, C 172, C 173, C 192, C 231 and C 
1064); ASTM Standards C 42, C 78, C 90, C 109, C 123, C 140, C 142, C 157, C 403, C 
426, C 496, C 511, C 535, C 566, C 617, C 642, C 702, C 873, C 942 and D 75 

Masonry  Test methods referenced under Masonry Inspection and Testing of ASTM Standard E 329, 
ASTM Standards C 91, C 126, C 184, C 188, C 207, C 279, C 476, C 744, C 780, C 786, C 
887, C 1019 and E 447 (limited to ASTM Standards C 67, C 109, C 140, C 185 and C 270) 

Asphalt  Test methods referenced under Bituminous Inspection and Testing of ASTM Standard E 329 
(limited to ASTM Standards D 1075, D 1559, D 1560, D 2041, D 2756 and D 6307); 
AASHTO T312 

Soil and rock  Test methods referenced under Soils and Rock Inspection and Testing of ASTM Standard E 
329; ASTM Standards C 29, C 40, C 88, C 117, C 127, C 128, C 136, D 422, D 698, D 854, 
D 1557, D 2216, D 2419, D 2435 and D 4318 

Spray-applied fire-resistive materials Test methods referenced under Sprayed Fire Resistive Inspection and Testing of ASTM 
Standard E 329 (limited to ASTM Standards E 605 and E 736) 

 
 
 


